
Data Collection Platform
complete and compact

DBCompact

RAIN GAUGE

Rainfall sensor

TELEMETRY DATALOGGER

INTERNAL
PROTECTION

Transmi t te r  da ta  v ia 
GSM/GPRS/3G. Robust, 
r e l i a b l e  a n d  J A V A 
compliant equipment.

With 06 SE por ts, 02 
communication por ts 
SDI-12, USB and Serial.

Splash protection, acting 
as extra protection to 
internal components.

POWER SYSTEM

The data collection platform 
is powered by solar energy.

AgrometeorologyHydrology Meteorology Sun Wind



DBCompact

Data Collection Platform
complete and compact

SENSORS

Manufacturer: Dualbase Tecnologia Eletrônica LTDA.
 DualbaseBrand:
 DBCompactModel:

 Compact data collection platformType:

DBCompact is a complete and compact Data Collection Platform. The components that 
usually  would be in the weather proof enclosure, are inside the body of the rain gauge, 
leaving the system very practical and easy to use, without losing the usual quality of 
Dualbase’s DCPs. It can be configured in different versions, for example: DBAgro-
Compact, DBMet-Compact and  DBHidro-Compact.
The DBCompact is compatible with several sensors, such as Limnimeter, Barometer, 
Turbidity Sensor,Thermohygrometer, Anemometer, Piranometer, Sensor of Leaf Wetness 
among several others.

STRUCTURE DATALOGGER TELEMETRY ENERGY SYSTEM

The DCP case (rain gauge body) is made of 
stainless material (aluminum and stainless 
steel). The components are protected and 
arranged in a simple way, providing very 
easy maintenance.
Transpor t and the assembly are very 
simple, being suitable even for itinerant 
applications.

Equipped with a CR300 datalogger, it has 
30 MB of internal memory for data storage, 
direct connection with PC through a USB or 
RS-232 port, ports for analog and digital 
sensors. It has low power consumption and 
an integrated charge controller.

It has a TCelDB modem that is compatible 
with GSM / GPRS / 3G. If used in 
conjunction with PCDWeb software, it 
provides speed, economy and security in 
data transmission, as well as the ability to 
remotely connect for maintenance or 
programming modifications.

Uses solar power charging system, using 
solar panels of 5 or 10 Watts, depending on 
the location that is installed. The standard 
battery is 5 Ah but for applications without 
telemetry it is possible to use 1.3 Ah 
battery.

Temperature

Relative Humidity

Measuring range: 
0 to 100% UR
Maximum accuracy: 
1,8% UR ( 10 to 90% of UR)
Comunication: SDI-12

Measuring range: 
-40°C to 80°C

: Accuracy:
±0,1°C @ 25°C

: Accuracy
±0,2°C (+5° to +40°C)

Comunication:
SDI-12

THERMOHYGROMETER

Measuring range: 
600 to 1100 hPa
Maximum accuracy: 
± 0,1% of F.S
Accuracy:
±0,5 hPa @25ºC
Comunication:
SDI-12, RS-485 and 0-2,5V

BAROMETER

Submersible absolute or relative 
hydrostatic pressure sensor  

Measuring range: 
0 to 20 mH20
Accuracy: 
± 0,1% of F.S
Comunication: 
SDI-12, 4-20 mA and RS-485

WATER LEVEL SENSOR

Wind Speed
Measuring range: 
0 to 50 m/s
Accuracy: 
± 0,5 m/s

Wind Direction

Measuring range:
0 to 352° (8° open)
Accuracy: 
± 5°

Measuring range: 

0 to 1750 W/m²

Accuracy: 

±5%

Sensitivity: 
-1 -20,2 mV.W .m

Output: 

0 to 350 mV, 

simple measurement.

ANEMOMETER
SILICON 
PYRANOMETERS

PRODUCT DETAILS

OTHERS SENSORS- number of sensors on the station can be increased according to the user needsThe . Contact us.

REPRESENTATIVEMANUFACTURER

Features may change without prior notice.  Mar/2019  


	Página 1
	Página 2

